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Topsoil
Light Yellowish Brown Weathered Mudstone
(2.5Y 6/4), Moderately consolidated, closely to
intensely fractured, low hardness, weak, deeply
weathered, iron oxide staining throughout, some
black oxides

@ 5.5 and 6.5 ft.:  Iron oxide concretion

@ 9 - 10 ft.:  More massive, less fractures

@ 13 ft.: Vertical to horizontal fractures with iron
oxide

@ 15 ft.: Change to Light Yellowish Brown (2.5Y
5/3), massive, moderately to closely fractured,
deep to moderate weathering
@ 15.3, 16.2, 17.5, 17.8 and 19 ft.:
Subhorizontal fractures
@ 17 ft.:  Video shows fracture with voids

@ 21.7 ft.: Iron and manganese oxide along
fracture surfaces, on subangular fractures from
21.7 - 25.2 ft.
@ 23 ft.: Video shows high angle fracture with
oxidation, no visible water

@ 26 ft.: Change to Olive Brown (2.5Y 4/3),
subangular fractures at 26, 27, and 29 ft.

Gray Unweathered Mudstone (2.5Y 4/1),
Moderately consolidated, massive, moderately
fractured, low hardness, moderately strong, little
to no weathering

@ 33.5 - 34.5 ft.:  Vertical fracture with iron oxide

6.5" DIA.
BOREHOLE: 0 to
160 ft.

2" DIA. SCHED.
40 PVC CASING:
+1.8 to 149.5 ft.

BENTONITE-
CEMENT SEAL: 0
to 143.5 ft.
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@ 35 - 36 ft.:  High angle parallel fractures

@ 37 - 38.2 ft.: High angle fracture with iron
oxide

@ 38.8 ft.: White layer, video shows fracture with
dark oxides

@ 40 ft.:  Subangular fracture with iron oxide

Massive, unfractured from 41 ft.

@ 50 ft.:  White zone

@ 55.7 - 56.7 ft. and 57.8 - 59 ft.: High angle
fractures

@ 63.2 ft.:  White layer

@ 67 and 67.5 ft.:  White layers
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@ 76.2 ft.:  Small subhorizontal fractures

@ 79.8 ft.:  White layer

@ 91.7 ft.:  Hard, white layer
@ 92.7 - 93.7 ft.: Crushed zone, video shows
vertical fracture below large void

@ 95.7, 96.2, and 96.7 ft.:  Subangular fractures

@ 99.1, 99.9, 101 and 101.3 ft.: Subhorizontal
fractures
@ 100 ft.:  Fracture with iron oxide
@ 101 ft.:  White layer

@ 104.7 and 105.5 ft.:  White layers
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@ 109.1 ft.:  Subhorizontal fracture
@ 109.4 ft.:  White layer

@ 124 ft.:  Small subhorizontal fracture

@ 136.5 ft.:  Small subhorizontal fracture
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@ 140.9 and 141 ft.:  Small subhorizontal fracture

@ 143 ft.:  White layer
@ 143.1, 144 and 145.9 ft.: Small subhorizontal
fractures

@ 148.8 and 149 ft.:  White layers
@ 149.2 and 150.1 ft.: Small subhorizontal
fractures

@ 151.9, 154.1, 154.8, 155.6, 157.7, 158, 159
and 159.4 ft.: Small subhorizontal fractures,
minor iron oxide at 154.1 ft.

@ 157.8 ft.:  White layer

Bottom of boring at 160 ft.

BENTONITE
PELLET SEAL:
143.5 to 146.5 ft.

Medium Aquarium
SANDPACK:
146.5 to 160 ft.

2" DIA. SLOTTED
CASING: 149.5 to
159.5 ft.

HOLE CLEANED
OUT to 160 ft.
BOTTOM WELL
CAP: 160 ft.
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